
cetlt
Textový rámeček
You will have to use 10 LDTs 
in circular arrangement to create whole(one) luminaire
…
or use our plug-in for Dialux.
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Room / Summary

Height of Room: 2.800 m, Mounting Height: 2.400 m, Maintenance factor: 0.75 Values in Lux, Scale 1:47

Surface � [%] Eav [lx] Emin [lx] Emax [lx] u0

Workplane / 321 83 897 0.259

Floor 20 255 111 469 0.433

Ceiling 70 117 36 541 0.308

Walls (4) 50 122 41 334 /

Workplane:
Height: 0.850 m
Grid: 64 x 64 Points 
Boundary Zone: 0.000 m

UGR Lengthways-  Across to luminaire axis
Left Wall 22 23
Lower Wall 22 22
(CIE, SHR = 0.25.) 

Luminaire Parts List

Specific connected load: 5.20 W/m² = 1.62 W/m²/100 lx (Ground area: 19.44 m²) 

No. Pieces Designation (Correction Factor) � (Luminaire) [lm] � (Lamps) [lm] P [W]

1 10
Halla, a.s. 127-5B1K-10GGE/840; 1 part of 10 for Rundo 
1200mm Rotao 1200 Dir/Indir opal HO (1.000) 

1037 1037 10.1

Total: 10370 Total: 10370 101.0
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Room / Luminaires (layout plan)

Scale 1 : 39

Luminaire Parts List

No. Pieces Designation

1 10 Halla, a.s. 127-5B1K-10GGE/840; 1 part of 10 for Rundo 1200mm Rotao 1200 Dir/Indir opal HO
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Room / 3D Rendering
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